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Odorless Thinner 
Mineral thinner for oil finishing 

The Odorless Thinner dissolves and dilutes most oils, resins, waxes 
and oil paints. The Odorless Thinner can be used to dewax waxed 
woods as well as clean oily or greasy surfaces. It can be used as a 
substitute for turpentine or paint thinner. 
 
Can dilute 
• Oils 
• Resins 
• Waxes 
• Oil Paints 
 
Storage 
Keep in an Hermetic container at room temperature. 
 
Conservation 
5 ans 
 
Residues Disposal 
Consult your municipality for proper disposal procedure of this product 
residues. 
 
Caution 
Ventilate well. Wear protective gloves and safety glasses. 
 

CONTENTS HARMFUL Do not swallow. Keep out of reach of 
children. Wear a mask. Keep away from flames or sparks.  
FIRST AID TREATMENT Contains Naphtha (petroleum), hydrotreated 
heavy (C6C13). If swallowed, call a Poison Control Centre or doctor 
immediately. Do not induce vomiting. 

 
Warranty 
Tembi products guarantee the quality of its products. They comply with 
the description given in the data sheets and proper labels for their 
intended use, in accordance with the instructions indicated by the 
company. However, since the manufacturer has no control over the 
circumstances, methods and usage conditions, this warranty covers 
only the high quality of Finico products. 

 
 
• Very refined isoparaffinic thinner 
• Mildly irritating 
• Odorless 
 
Composition 
Isoparaffinic thinner 
 
VOC 
753 g / L 
 
Color 
Colorless 
 
Aspect 
Clear liquid 
 
Origin 
Canada, U.S.A 
 
Sizes 
• 500 ml 
• 946 ml 
• 3.78 L 
• 19 L 
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